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	Department: Technical Theatre
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	Description of Task:
	Associated Documents

	Using an access tower
	Method statement
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	Risk Assessor
	Reason for review
	Date
	Version

	Steve Huttly
	Updating.
	Sept 2009
	1

	Steve Huttly
	Updating
	Jan 2016
	4

	Nick Peel
	updating
	April 2017
	5

	Ben Collins
	Annual Review 
	06/02/19
	5

	Ben Collins
	Annual Review
	11/02/20
	5

	Ben Collins
	Annual Review
	30/03/21
	5

	
	
	
	

	
	
	
	

	
	
	
	


	Consequence
	Likelihood
	Risk

	Describe the Hazard and how it might cause harm
	Rating
L1,M2,H3
	Existing Control Measures and Justification
	Rating
L1,M2,H3
	Consequence X Likelihood
L1,L2,M3,M4,H6,H9

	Mechanical Failure, of access equipment may result in falls
	H3
	Towers are inspected and certified annually and visually inspected before use. Only trained staff can inspect and erect, students can use once trained.

	L1
	M3

	Additional Control Measures - Suggestions to be written in the box below and submitted for review
	Revised risk rating (residual risk)

	
	Consequence
	Likelihood
	Risk

	
	
	
	

	
	Action by
	Date

	
	
	


	Consequence
	Likelihood
	Risk

	Describe the Hazard and how it might cause harm
	Rating
L1,M2,H3
	Existing Control Measures and Justification
	Rating
L1,M2,H3
	Consequence X Likelihood
L1,L2,M3,M4,H6,H9

	Overloading of tower
	H3
	No objects are to be carried up the tower, a hauling line should be used instead. SWL is clearly marked. Students are trained in safe use.
	L1
	3

	Additional Control Measures - Suggestions to be written in the box below and submitted for review
	Revised risk rating (residual risk)

	 
	Consequence
	Likelihood
	Risk

	
	
	
	

	
	Action by
	Date

	
	
	


	Consequence
	Likelihood
	Risk

	Describe the Hazard and how it might cause harm
	Rating
L1,M2,H3
	Existing Control Measures and Justification
	Rating
L1,M2,H3
	Consequence X Likelihood
L1,L2,M3,M4,H6,H9

	Failure/collapse due to incorrect use or assembly of tower
	
	Only qualified staff are trained and authorised to assemble towers. Students are trained in safe use only and are not to assemble towers.
	L1
	3

	Additional Control Measures - Suggestions to be written in the box below and submitted for review
	Revised risk rating (residual risk)

	 
	Consequence
	Likelihood
	Risk

	
	
	
	

	
	Action by
	Date

	
	
	


	Consequence
	Likelihood
	Risk

	Describe the Hazard and how it might cause harm
	Rating
L1,M2,H3
	Existing Control Measures and Justification
	Rating
L1,M2,H3
	Consequence X Likelihood
L1,L2,M3,M4,H6,H9

	Falls from height
	H3
	Students are instructed in safe use of access equipment and there is a COP. Towers above a platform height of 1.6m must use outriggers. The working platform must have suitable guard rails and toe-boards. Must never be moved with personnel or equipment on them. Wheels must be locked down before access is allowed. Must be used on suitable level ground. There must be a safe means of access (always on the narrowest side of the tower) and the ladder should be inside the tower structure. Never use a ladder, or other height-extender, on top of the platform of a tower 

.  
	L1
	M3

	Additional Control Measures - Suggestions to be written in the box below and submitted for review
	Revised risk rating (residual risk)

	 
	Consequence
	Likelihood
	Risk

	
	
	
	

	
	Action by
	Date

	
	
	


	Consequence
	Likelihood
	Risk

	Describe the Hazard and how it might cause harm
	Rating
L1,M2,H3
	Existing Control Measures and Justification
	Rating
L1,M2,H3
	Consequence X Likelihood
L1,L2,M3,M4,H6,H9

	Falling objects 
Potential  injury to people working below from falling tools etc
	M2
	Code of practice: Tools are individually attached to the person using lanyards.  Hard-hats are worn on stage if working at height is in progress. The working platform must have suitable guard rails and toe-boards and debris must not be allowed to accumulate on it.
	L1
	L2

	
	
	
	
	

	
	
	
	
	

	Additional Control Measures - Suggestions to be written in the box below and submitted for review
	Revised risk rating (residual risk)
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	Likelihood
	Risk

	
	
	
	

	
	Action by
	Date

	
	
	


	
	Likelihood
	Risk

	Describe the Hazard and how it might cause harm
	Rating
L1,M2,H3
	Existing Control Measures and Justification
	Rating
L1,M2,H3
	Consequence X Likelihood
L1,L2,M3,M4,H6,H9

	Unprotected edges and traps and holes in the stage might cause the tower to fall over
	H3
	Visually insect the area before use for hazards and guard edges. Ensure adequate light levels. Towers must never be moved with personnel or equipment on them. 


	L1
	M3

	Additional Control Measures - Suggestions to be written in the box below and submitted for review
	Revised risk rating (residual risk)

	 
	Consequence
	Likelihood
	Risk

	
	
	
	

	
	Action by
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