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	Department:
	GSMD
	

	Division:
	
	

	Location:
	Prop Workshop
	



	Risk Assessor:
	Pat Shammon
	Signature:
	  
	Date:
	 17th June 2008Revised May 2012
	
	
	

	Business Manager:
	
	Signature:
	  Pat Shammon
	Date:
	 Reviewed April 7th 2014 Reviewed 11 April 2016 Reviewed July 2018
	
	
	


	Description of Task:
	Associated Documents

	The chop saw cuts lengths of timber in to smaller lengths with accurate 90 degree cuts. It can also cut a range of different angles and Compound angles.
	


	Risk Assessor
	Reason for review
	Date
	Version

	Pat Shammon
	
	March 2017
	

	Pat Shammon
	
	July 2018
	

	
	
	
	

	
	
	
	


	Consequence
	Likelihood
	Risk

	Describe the Hazard and how it might cause harm
	Rating
L1,M2,H3
	Existing Control Measures and Justification
	Rating
L1,M2,H3
	Consequence X Likelihood
L1,L2,M3,M4,H6,H9

	Fingers /Limbs might be severed or mutilated
	H3 
	Machine is fully guarded and is checked for defects

Students are shown how to use the machine safely following the guidelines and are not allowed to use until signed off 
	L1
	M3

	Additional Control Measures - Suggestions to be written in the box below and submitted for review
	Revised risk rating (residual risk)

	
	Consequence
	Likelihood
	Risk

	
	
	
	

	
	Action by
	Date

	
	
	


	Consequence
	Likelihood
	Risk

	Describe the Hazard and how it might cause harm
	Rating
L1,M2,H3
	Existing Control Measures and Justification
	Rating
L1,M2,H3
	Consequence X Likelihood
L1,L2,M3,M4,H6,H9

	The process creates dust.

Short term worst case injury: Difficulty in Breathing. 
Long term worst case injury Lung Cancers.
Slip Hazard
	H3
	The chop saw is situated in a unit designed to minimise the spread of dust and has two dedicated dust extractors. Students are instructed to wear Dust Masks and Visors.
Students are reminded to tidy up after using the machine.

Machine is cleaned down at the end of each 6 week Allocation, and more frequently if necessary.
	L1
	M3

	Additional Control Measures - Suggestions to be written in the box below and submitted for review
	Revised risk rating (residual risk)

	 
	Consequence
	Likelihood
	Risk

	
	
	
	

	
	Action by
	Date

	
	
	


	Consequence
	Likelihood
	Risk

	Describe the Hazard and how it might cause harm
	Rating
L1,M2,H3
	Existing Control Measures and Justification
	Rating
L1,M2,H3
	Consequence X Likelihood
L1,L2,M3,M4,H6,H9

	Small unsecured pieces of timber  may be ejected from the machine
	H3
	Students are taught to wear visors/goggles.

Off cuts are secured where practical. 
Students are taught to let the motor come to rest before removing the blade from the cut.

Students are also taught to ensure the area is clear, and instructed not to operate the machine if lorries are being loaded or unloaded through the workshop directly behind them.
	L1
	M3

	Additional Control Measures - Suggestions to be written in the box below and submitted for review
	Revised risk rating (residual risk)
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	Likelihood
	Risk

	
	
	
	

	
	Action by
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	Consequence
	Likelihood
	Risk

	Describe the Hazard and how it might cause harm
	Rating
L1,M2,H3
	Existing Control Measures and Justification
	Rating
L1,M2,H3
	Consequence X Likelihood
L1,L2,M3,M4,H6,H9

	The process creates noise which could damage hearing
	H3
	All users are instructed to wear ear defenders. Users have a duty to advise those nearby of the noise hazard so they too can protect themselves.
	L1
	M3

	Additional Control Measures - Suggestions to be written in the box below and submitted for review
	Revised risk rating (residual risk)
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L1,L2,M3,M4,H6,H9

	
	
	
	
	

	Additional Control Measures - Suggestions to be written in the box below and submitted for review
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