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	Department:
	GSMD - Technical Theatre
	

	Division:
	Production Management
	

	Location:
	
	



	Risk Assessor:
	Sam Bull
	Signature:
	  
	Date:
	21/10/19
	
	
	

	Business Manager:
	
	Signature:
	  
	Date:
	
	
	
	


	Description of Task:
	Associated Documents

	As part of the production, elements of the set fly in and out throughout the show.
	DSM prompt copy

Flying Bars COP

Flying Door Flat Method Statement 


	Risk Assessor
	Reason for review
	Date
	Version

	
	
	
	


	Consequence
	Likelihood
	Risk

	Describe the Hazard and how it might cause harm
	Rating
L1,M2,H3
	Existing Control Measures and Justification
	Rating
L1,M2,H3
	Consequence X Likelihood
L1,L2,M3,M4,H6,H9

	Scenery might hit a member of the cast or crew, resulting in serious injury
	H3
	All blocking is rehearsed under show conditions and the singers are made aware of the moving piece. 
	M2
	H6

	Additional Control Measures - Suggestions to be written in the box below and submitted for review
	Revised risk rating (residual risk)

	All flying hardware and bars are rated. Brake systems are regularly tested. 

When scenery flies it will be spotted from the fly floor and from the stage by another member of the crew. 

If either spotter feels there is a risk that the scenery will hit someone a ‘stop’ is called. 

The DSM will check that the space is clear before the cue is given.

	Consequence
	Likelihood
	Risk

	
	H3
	L1
	M3

	
	Action by
	Date
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