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	Division:
	Props Department
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	Props Workshop
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	Description of Task:
	Associated Documents

	These tools are used to shape wood either by drills,  oscillating metal blades, abrasive surfaces, or rotating blades
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	Consequence
	Likelihood
	Risk

	Describe the Hazard and how it might cause harm
	Rating
L1,M2,H3
	Existing Control Measures and Justification
	Rating
L1,M2,H3
	Consequence X Likelihood
L1,L2,M3,M4,H6,H9

	Power cables may become hidden and damaged by the tool cutting into them, causing electric shock.
	H3
	Students are trained to keep power cables clear of the cutting area.
	L1
	M3

	Additional Control Measures - Suggestions to be written in the box below and submitted for review
	Revised risk rating (residual risk)
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	Risk

	Describe the Hazard and how it might cause harm
	Rating
L1,M2,H3
	Existing Control Measures and Justification
	Rating
L1,M2,H3
	Consequence X Likelihood
L1,L2,M3,M4,H6,H9

	Many of the machines “kick“ on start-up and it is possible to lose control. The cutting/abrasive surface  could come into contact with the operator or another person in the area 
	H3
	Students  have this demonstrated and practice starting up the machines well away from any possible surface collisions, and are asked to make sure no one else is  too close.
	L1
	M3

	Additional Control Measures - Suggestions to be written in the box below and submitted for review
	Revised risk rating (residual risk)
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	Consequence
	Likelihood
	Risk

	Describe the Hazard and how it might cause harm
	Rating
L1,M2,H3
	Existing Control Measures and Justification
	Rating
L1,M2,H3
	Consequence X Likelihood
L1,L2,M3,M4,H6,H9

	Many of the tools continue spinning after the power is cut off and can fly off the bench if put down incorrectly and it is possible to lose control. The cutting/abrasive surface  could come into contact with the operator or another person in the area
	H3
	Students are taught the correct way of putting the tool down on the bench, and to wait until the motor is still.
	L1
	M3

	Additional Control Measures - Suggestions to be written in the box below and submitted for review
	Revised risk rating (residual risk)
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	Likelihood
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	Consequence
	Likelihood
	Risk

	Describe the Hazard and how it might cause harm
	Rating
L1,M2,H3
	Existing Control Measures and Justification
	Rating
L1,M2,H3
	Consequence X Likelihood
L1,L2,M3,M4,H6,H9

	The cutting and shaping processes create dust

Short term worst case injury: Difficulty in Breathing: slip hazard. Long term worst case injury: Lung Cancers
	H3
	All tools are fitted with connectors to the dust extractors. Students are instructed to wear Dust Masks and Visors.
Sometimes the tools are run without the extractors as they complicate the process of learning to use the tool. On these occasions regular hoovering-ups and air misting happen instead. Machines are cleaned down at the end of each usage.
	L1
	M3

	Additional Control Measures - Suggestions to be written in the box below and submitted for review
	Revised risk rating (residual risk)
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	Describe the Hazard and how it might cause harm
	Rating
L1,M2,H3
	Existing Control Measures and Justification
	Rating
L1,M2,H3
	Consequence X Likelihood
L1,L2,M3,M4,H6,H9

	The processes create noise which could damage hearing
	H3
	All users are instructed to wear ear defenders. Users have a duty to advise those nearby of the noise hazard so they too can protect themselves.
	L1
	M3

	Additional Control Measures - Suggestions to be written in the box below and submitted for review
	Revised risk rating (residual risk)
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