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	Description of Task: Moving an automated flybar in Milton Court Theatre
	Associated Documents

	Bringing “IN” or taking “OUT” a flybar during rigging procedures from stage level
	Method Statement for moving an automated flybar.


	Risk Assessor
	Reason for review
	Date
	Version

	Sam Bull
	To supersede all other risk assessments for new building 
	21/10/19
	2

	
	
	
	

	
	
	
	

	
	
	
	


	Consequence
	Likelihood
	Risk

	Describe the Hazard and how it might cause harm
	Rating
L1,M2,H3
	Existing Control Measures and Justification
	Rating
L1,M2,H3
	Consequence X Likelihood
L1,L2,M3,M4,H6,H9

	Being struck by moving flybar, with or without scenic element attached.
	H3
	Flying is a staff supervised only activity.

Training is required before use. 

Flashing beacons inform you when a bar is moving.
Adherence to method statement for flying is required.
Clear and concise verbal warnings before moving.

Hard hats to be worn when bars are moving.

Spotters required to check for obstructions, or persons in danger.

Desks logged out after use.

E-stops on desks and around theatre stage area.


	L1
	M3

	Additional Control Measures - Suggestions to be written in the box below and submitted for review
	Revised risk rating (residual risk)

	 
	Consequence
	Likelihood
	Risk

	
	
	
	

	
	Action by
	Date

	
	
	


	Consequence
	Likelihood
	Risk

	Describe the Hazard and how it might cause harm
	Rating
L1,M2,H3
	Existing Control Measures and Justification
	Rating
L1,M2,H3
	Consequence X Likelihood
L1,L2,M3,M4,H6,H9

	Being trapped by moving steel wire rope in grid, crushing  or severing of limbs.
	H3
	Flashing  beacons in grid inform when bars are moving.
Verbal calls to grid when bars are moving required.

E-stops available in grid including in winch farms.

Students supervised by staff member.

Point hoists and chain hoists can be locally switched off when working on them. 

Mobile maintenance panel (MMP) available to control bars, point hoists and chain hoists locally in grid.

	L1
	M3

	Additional Control Measures - Suggestions to be written in the box below and submitted for review
	Revised risk rating (residual risk)

	 
	Consequence
	Likelihood
	Risk

	
	
	
	

	
	Action by
	Date

	
	
	


	Consequence
	Likelihood
	Risk

	Describe the Hazard and how it might cause harm
	Rating
L1,M2,H3
	Existing Control Measures and Justification
	Rating
L1,M2,H3
	Consequence X Likelihood
L1,L2,M3,M4,H6,H9

	Bringing bars “IN” using MMP in the grid, for maintenance purposes. 
	H3
	All measures as above.
Clear verbal warning from grid.

Spotter on stage to create exclusion zone and police area.
	L1
	M3

	Additional Control Measures - Suggestions to be written in the box below and submitted for review
	Revised risk rating (residual risk)

	 
	Consequence
	Likelihood
	Risk

	
	
	
	

	
	Action by
	Date

	
	
	


	Consequence
	Likelihood
	Risk

	Describe the Hazard and how it might cause harm
	Rating
L1,M2,H3
	Existing Control Measures and Justification
	Rating
L1,M2,H3
	Consequence X Likelihood
L1,L2,M3,M4,H6,H9

	Rigging a point hoist or chain hoist in the grid, moving the caged hoist, or framed chain hoist and positioning it. Manual handling, crushing and trapping in moving  parts. 
	H3
	Follow method statement for this activity.
Staff supervised.

Students and staff have manual handling training.

Both point and chain hoists can be remotely switched off and disconnected. 

Point hoists are within a cage that limits or stops contact with moving parts.

Cage access hatch to be removed under supervision. 
	L1
	M3

	Additional Control Measures - Suggestions to be written in the box below and submitted for review
	Revised risk rating (residual risk)

	 
	Consequence
	Likelihood
	Risk

	
	
	
	

	
	Action by
	Date

	
	
	


	Consequence
	Likelihood
	Risk

	Describe the Hazard and how it might cause harm
	Rating
L1,M2,H3
	Existing Control Measures and Justification
	Rating
L1,M2,H3
	Consequence X Likelihood
L1,L2,M3,M4,H6,H9

	Moving point hoists and chain hoists “IN” and “OUT” in lifting operations (running  hoists) in grid with people on stage. Collision and impact injuries
	H3
	All measures as above.
Point hoists are harder to see, so spotter and exclusion zone vital.


	L1
	M3

	Additional Control Measures - Suggestions to be written in the box below and submitted for review
	Revised risk rating (residual risk)

	 
	Consequence
	Likelihood
	Risk

	
	
	
	

	
	Action by
	Date
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