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	Department: Technical Theatre
	
	

	Division: Guildhall School of Music & Drama
	
	

	Location: Milton Court Studio
	
	



	Risk Assessor:
	
	Signature:
	 Nick Peel
	Date:
	April 2014
	
	
	

	Business Manager:
	
	Signature:
	  
	Date:
	 
	
	
	


	Description of Task:
	Associated Documents

	Rigging and De-rigging working at height on tension wire grid

	


	Risk Assessor
	Reason for review
	Date
	Version

	Nick Peel
	Updating periodic review
	April 2017
	2

	Ben Collins
	Update + Review 
	06/02/19
	3


	Ben Collins
	Annual review – Changes to be reviewed in H&S meeting 
	11/02/20
	3

	
	
	
	

	
	
	
	


	Consequence
	Likelihood
	Risk

	Describe the Hazard and how it might cause harm
	Rating
L1,M2,H3
	Existing Control Measures and Justification
	Rating
L1,M2,H3
	Consequence X Likelihood
L1,L2,M3,M4,H6,H9

	Manual handling
Potential for back and muscle strains
 This includes lifting lanterns onto lighting bars and booms, and lifting booms.  

	2
	Students and staff have MH training

Lanterns over 15.5 kg are lifted between 2 persons.
	2
	4

	Additional Control Measures - Suggestions to be written in the box below and submitted for review
	Revised risk rating (residual risk)

	 
	Consequence
	Likelihood
	Risk

	
	
	
	

	
	Action by
	Date

	
	
	

	Consequence
	Likelihood
	Risk

	Describe the Hazard and how it might cause harm
	Rating
L1,M2,H3
	Existing Control Measures and Justification
	Rating
L1,M2,H3
	Consequence X Likelihood
L1,L2,M3,M4,H6,H9

	Electric Shock
	3
	There is not likely to be contact with live parts Equipment is regularly serviced and PAT tested.

The rigging positions are earth bonded. There is RCD shock protection throughout the installation.
	1
	3

	Additional Control Measures - Suggestions to be written in the box below and submitted for review
	Revised risk rating (residual risk)

	 
	Consequence
	Likelihood
	Risk

	
	
	
	

	
	Action by
	Date

	
	
	


	Consequence
	Likelihood
	Risk

	Describe the Hazard and how it might cause harm
	Rating
L1,M2,H3
	Existing Control Measures and Justification
	Rating
L1,M2,H3
	Consequence X Likelihood
L1,L2,M3,M4,H6,H9

	Electrical overheating through overloading
	3
	 Good practice is followed plus training and close supervision.  Both shock and overload protection are present. The installation is tested regular as is the portable equipment.
	1
	3

	Additional Control Measures - Suggestions to be written in the box below and submitted for review
	Revised risk rating (residual risk)

	 
	Consequence
	Likelihood
	Risk

	
	
	
	

	
	Action by
	Date

	
	
	

	
	
	


	Consequence

	Likelihood
	Risk

	Describe the Hazard and how it might cause harm
	Rating
L1,M2,H3
	Existing Control Measures and Justification
	Rating
L1,M2,H3
	Consequence X Likelihood
L1,L2,M3,M4,H6,H9

	Falling Objects potential for impact injuries.
Falling objects could include grid bars, tools, small clamps and fixings and lantern accessories.  
	3
	Most items handled are too large to fall through the TWG. loose scaffold pipe will be handled by two people in accordance with the method statement

 There is an exclusion zone enforced below.
	1
	3

	Additional Control Measures - Suggestions to be written in the box below and submitted for review
	Revised risk rating (residual risk)

	
	Consequence
	Likelihood
	Risk

	
	
	
	

	
	Action by
	Date

	
	
	


	Consequence
	Likelihood
	Risk

	Describe the Hazard and how it might cause harm
	Rating
L1,M2,H3
	Existing Control Measures and Justification
	Rating
L1,M2,H3
	Consequence X Likelihood
L1,L2,M3,M4,H6,H9

	Trailing cables slip and trip
	2
	Cables are to be routed above head height with the hooks provided and taped where necessary.  
	1
	2

	Additional Control Measures - Suggestions to be written in the box below and submitted for review
	Revised risk rating (residual risk)

	
	Consequence
	Likelihood
	Risk

	
	
	
	

	
	Action by
	Date

	
	
	

	
	
	


	
	Likelihood
	Risk

	Describe the Hazard and how it might cause harm
	Rating
L1,M2,H3
	Existing Control Measures and Justification
	Rating
L1,M2,H3
	Consequence X Likelihood
L1,L2,M3,M4,H6,H9

	Head-level obstructions and ducking under grid bars could cause injuries

	1
	Hard hats or bump caps to be worn at all times
	2
	2

	Additional Control Measures - Suggestions to be written in the box below and submitted for review
	Revised risk rating (residual risk)

	
	Consequence
	Likelihood
	Risk

	
	
	
	

	
	Action by
	Date

	
	
	

	
	Likelihood
	Risk

	Describe the Hazard and how it might cause harm
	Rating
L1,M2,H3
	Existing Control Measures and Justification
	Rating
L1,M2,H3
	Consequence X Likelihood
L1,L2,M3,M4,H6,H9

	
	
	
	
	

	Additional Control Measures - Suggestions to be written in the box below and submitted for review
	Revised risk rating (residual risk)

	Point to add - Maximum amount of people on the grid? 


	Consequence
	Likelihood
	Risk

	
	
	
	

	
	Action by
	Date
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