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	Department: Technical Theatre
	
	

	Division: Guildhall School of Music & Drama
	
	

	Location: Silk Street Theatre
	
	



	Risk Assessor:
	
	Signature:
	 Steve Huttly 
	Date:
	 Jan 2016
	
	
	

	Business Manager:
	
	Signature:
	  Ben Sumner
	Date:
	 Jan 2016
	
	
	


	Description of Task:
	Associated Documents

	Soldering e.g. data and audio connectors and pcb’s. 

	CoP for soldering


	Risk Assessor
	Reason for review
	Date
	Version

	Steve Huttly
	Updating.
	Jan 2010
	2

	Steve Huttly
	Updating
	April 2014
	3

	Steve Huttly
	Updating
	Jan 2016
	4

	Jon Armstrong
	Updating
	April 2017
	5

	Jon Armstrong
	Reviewed
	Sept 2018
	6

	Ben Collins 
	Updated 
	Feb 2019
	7



	Ben Collins
	Reviewed 
	Feb 2020
	7

	Ben Collins
	Reviewed 
	March 2021
	7

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	


	Consequence
	Likelihood
	Risk

	Describe the Hazard and how it might cause harm
	Rating
L1,M2,H3
	Existing Control Measures and Justification
	Rating
L1,M2,H3
	Consequence X Likelihood
L1,L2,M3,M4,H6,H9

	Solder  Fumes [colophony] may cause industrial asthma and sensitisation

	2
	We use a purpose made fume extractor and room ventilation. We only use colophony free solder. Soldering must take place using a purpose built soldering station with fume extraction.
	1
	2

	Additional Control Measures - Suggestions to be written in the box below and submitted for review
	Revised risk rating (residual risk)
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	Consequence
	Likelihood
	Risk

	Describe the Hazard and how it might cause harm
	Rating
L1,M2,H3
	Existing Control Measures and Justification
	Rating
L1,M2,H3
	Consequence X Likelihood
L1,L2,M3,M4,H6,H9

	Solder splash hazard to eyes and skin may cause burns

	1
	Wear eye protection and avoid solder splash
	1
	2

	Additional Control Measures - Suggestions to be written in the box below and submitted for review
	Revised risk rating (residual risk)
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	Risk
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	Consequence
	Likelihood
	Risk

	Describe the Hazard and how it might cause harm
	Rating
L1,M2,H3
	Existing Control Measures and Justification
	Rating
L1,M2,H3
	Consequence X Likelihood
L1,L2,M3,M4,H6,H9

	Lead poisoning from handling solder
	2
	Anyone handling solder should avoid hand to mouth operations, such as eating or smoking and should wash their hands at the end of each session.
	1
	2

	Additional Control Measures - Suggestions to be written in the box below and submitted for review
	Revised risk rating (residual risk)
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	Consequence
	Likelihood
	Risk

	Describe the Hazard and how it might cause harm
	Rating
L1,M2,H3
	Existing Control Measures and Justification
	Rating
L1,M2,H3
	Consequence X Likelihood
L1,L2,M3,M4,H6,H9

	Dermatitis: On contact with the skin, rosin-based solder flux and its fumes can cause dermatitis. Both skin irritants and sensitizers are present in solder fluxes and their fumes
	1
	We use solder with integral flux which minimises the potential for contact. Very low level of use. Soldering operations not to exceed one hour per week using a purpose built soldering station with fume extraction.

	1
	1

	Additional Control Measures - Suggestions to be written in the box below and submitted for review
	Revised risk rating (residual risk)
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	Likelihood
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	Consequence
	Likelihood
	Risk

	Describe the Hazard and how it might cause harm
	Rating
L1,M2,H3
	Existing Control Measures and Justification
	Rating
L1,M2,H3
	Consequence X Likelihood
L1,L2,M3,M4,H6,H9

	Skin contact with iron or wire may cause burns

	2 
	Never touch the element of the soldering iron. Hold wires to be heated with tweezers or clamps.
	1
	2

	Additional Control Measures - Suggestions to be written in the box below and submitted for review
	Revised risk rating (residual risk)
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