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	Use of Steam Iron
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	Costume Dept GSMD
	

	Division:
	
	

	Location:
	Milton Court Costume Workshop / GSMD Silk Street Costume Running Room
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	Description of Task:
	Associated Documents

	The use of industrial steam iron for ironing fabric/garments
	H&S documents relating to the use of industrial steam iron for ironing fabric/garments are positioned near the equipment



	Risk Assessor
	Reason for review
	Date
	Version

	S Hudson
	New
	May09
	one

	S Hudson
	Revised
	July 2012
	two

	VLingham/MRA
	Annual Review
	January 2016
	2


	Manuela 
	Annual Review
	January 2017
	2

	
	Annual Review
	January 2018
	2

	VL/MRA
	ANNUAL REVIEW
	APRIL 2019
	2

	MANUELA
	ANNUAL REVIEW
	APRIL 2021
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	Consequence
	Likelihood
	Risk

	Describe the Hazard and how it might cause harm
	Rating
L1,M2,H3
	Existing Control Measures and Justification
	Rating
L1,M2,H3
	Consequence X Likelihood
L1,L2,M3,M4,H6,H9

	Possible burns to skin when ironing 






	L1






	Students shown how to switch iron on, and how to iron safely through demonstration, Health and Safety passports to be signed off before unsupervised use.




	L1






	L1







	Additional Control Measures - Suggestions to be written in the box below and submitted for review
	Revised risk rating (residual risk)

	
	Consequence
	Likelihood
	Risk

	
	
	
	

	
	Action by
	Date

	
	
	




	Consequence
	Likelihood
	Risk

	Describe the Hazard and how it might cause harm
	Rating
L1,M2,H3
	Existing Control Measures and Justification
	Rating
L1,M2,H3
	Consequence X Likelihood
L1,L2,M3,M4,H6,H9

	Burns/blistering when filling the iron (if it has only just been switched off. Therefore elements are still hot and boiler still under pressure)
	M2
	1. Water tank to iron is filled first thing in the morning before it is switched on while all elements are cold and before pressure builds.
2. Should iron need refilling during the day for any reason, then it is switched off with a sign left on it to say ‘out of order’. It is left for at least an hour and filled by a member of staff and 3rd Yr. Costume students (who are trained & signed off to fill up the industrial iron.)


	L1
	M2

	Additional Control Measures - Suggestions to be written in the box below and submitted for review
	Revised risk rating (residual risk)

	 
	Consequence
	Likelihood
	Risk

	
	
	
	

	
	Action by
	Date

	
	
	



	Consequence
	Likelihood
	Risk

	Describe the Hazard and how it might cause harm
	Rating
L1,M2,H3
	Existing Control Measures and Justification
	Rating
L1,M2,H3
	Consequence X Likelihood
L1,L2,M3,M4,H6,H9

	Possible dropping iron on feet






	M2





	Students are shown how to iron safely through demonstration, Health and Safety passports to be signed off before unsupervised use.




	L1






	L2







	Additional Control Measures - Suggestions to be written in the box below and submitted for review
	Revised risk rating (residual risk)

	 
	Consequence
	Likelihood
	Risk

	
	
	
	

	
	Action by
	Date

	
	
	





	Consequence
	Likelihood
	Risk

	Describe the Hazard and how it might cause harm
	Rating
L1,M2,H3
	Existing Control Measures and Justification
	Rating
L1,M2,H3
	Consequence X Likelihood
L1,L2,M3,M4,H6,H9

	Additional Control Measures - Suggestions to be written in the box below and submitted for review
	Revised risk rating (residual risk)

	 
	Consequence
	Likelihood
	Risk

	
	
	
	

	
	Action by
	Date

	
	
	



	Consequence
	Likelihood
	Risk

	Describe the Hazard and how it might cause harm
	Rating
L1,M2,H3
	Existing Control Measures and Justification
	Rating
L1,M2,H3
	Consequence X Likelihood
L1,L2,M3,M4,H6,H9

	
	
	
	
	

	Additional Control Measures - Suggestions to be written in the box below and submitted for review
	Revised risk rating (residual risk)

	 
	Consequence
	Likelihood
	Risk

	
	
	
	

	
	Action by
	Date
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