	Title:GSMD Paint Bridge
	
	Risk Assessment



	Reference:VC
	
	[image: image1.jpg]




	Department:Technical Theatre
	
	

	Division:Scenic Art
	
	

	Location:Paint Shop
	
	



	Risk Assessor:Vanessa Cass
	
	Signature:
	  Vanessa Cass
	Date:
	7/11/16
	
	
	

	Business Manager:Ben Sumner
	
	Signature:
	  
	Date:
	 
	
	
	


	Description of Task: 
	Associated Documents

	Operation of Paint Bridge
	Method Statement for use of the MCWP


	Risk Assessor
	Reason for review
	Date
	Version

	
	
	
	

	Vanessa Cass
	No previous risk assessment 
	22/July/08
	1

	Vanessa Cass
	Updating
	7/4/14    
	2

	Vanessa Cass
	Updating
	16/11/15
	3

	Vanessa Cass
	Updating
	7/11/16
	4

	Vanessa Cass
	Updating
	31/8/18
	5


	Consequence
	Likelihood
	Risk

	Describe the Hazard and how it might cause harm
	Rating
L1,M2,H3
	Existing Control Measures and Justification
	Rating
L1,M2,H3
	Consequence X Likelihood
L1,L2,M3,M4,H6,H9

	Impact or collision with personnel
	H3
	Barrier in position before use.
Students trained in use of bridge and follow the Code of Practice
	L1
	M3

	Additional Control Measures - Suggestions to be written in the box below and submitted for review
	Revised risk rating (residual risk)

	 
	Consequence
	Likelihood
	Risk

	
	
	
	

	
	Action by
	Date

	
	
	


	Consequence
	Likelihood
	Risk

	Describe the Hazard and how it might cause harm
	Rating
L1,M2,H3
	Existing Control Measures and Justification
	Rating
L1,M2,H3
	Consequence X Likelihood
L1,L2,M3,M4,H6,H9

	Falling objects such as tape measure or plumb line when marking up a cloth.
	L1
	Making students aware of risk.
Reminding students to make a call in the event of dropping anything.

Avoid work under the bridge whenever possible.
	L1
	L2

	Additional Control Measures - Suggestions to be written in the box below and submitted for review
	Revised risk rating (residual risk)

	Consider PPE eg. a hardhat when undertaking task. 
	Consequence
	Likelihood
	Risk

	
	L1
	L1
	L1

	
	Action by
	Date

	
	
	8/Sep/08


	Consequence
	Likelihood
	Risk

	Describe the Hazard and how it might cause harm
	Rating
L1,M2,H3
	Existing Control Measures and Justification
	Rating
L1,M2,H3
	Consequence X Likelihood
L1,L2,M3,M4,H6,H9

	Trips, slips and falls on wet paint or over tools and equipment.
	M2
	Trolley on Bridge to hold tools and equipment.
Make sure housekeeping is maintained and spillages cleared immediately.
	L1
	L1

	Additional Control Measures - Suggestions to be written in the box below and submitted for review
	Revised risk rating (residual risk)

	 
	Consequence
	Likelihood
	Risk

	
	
	
	

	
	Action by
	Date

	
	
	


	Consequence
	Likelihood
	Risk

	Describe the Hazard and how it might cause harm
	Rating
L1,M2,H3
	Existing Control Measures and Justification
	Rating
L1,M2,H3
	Consequence X Likelihood
L1,L2,M3,M4,H6,H9

	
	
	
	
	

	Additional Control Measures - Suggestions to be written in the box below and submitted for review
	Revised risk rating (residual risk)

	 
	Consequence
	Likelihood
	Risk

	
	
	
	

	
	Action by
	Date

	
	
	


	Consequence
	Likelihood
	Risk

	Describe the Hazard and how it might cause harm
	Rating
L1,M2,H3
	Existing Control Measures and Justification
	Rating
L1,M2,H3
	Consequence X Likelihood
L1,L2,M3,M4,H6,H9

	
	
	
	
	

	Additional Control Measures - Suggestions to be written in the box below and submitted for review
	Revised risk rating (residual risk)

	 
	Consequence
	Likelihood
	Risk

	
	
	
	

	
	Action by
	Date
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